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The Welltonic Pump Thru Swivel is standard toolstring 
component which when used, permits full rotation of the BHA 
made up below the joint. The Swivel includes self-lubricating, 
oil impregnated, sintered bronze bearings, as standard. The 
simple design ensures full integrity of flow through the joint.  
 
The inclusion of a swivel Joint in a typical BHA gives the 
operator orientation flexibility. A Swivel in a BHA will allow the 
toolstring to be broken and made-up below the joint without the 
need to disconnect from the coil.  The Tool operates equally 
well in tension or compression. 
The Swivel is necessary where toolstring orientation is 
required such as in the running and pulling of Gas Lift 
Mandrels.  
 
Ball or Roller bearings can be installed if desired. 
 
Features and benefits 

·  Large through bore 
·  Allows full rotation of tool string 
·  Operates under Tensile or Compressive loads 
·  Various bearing configurations available 
·  Field redressable 
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Tool Size 2-7/8” 3-1/8” 

Top Connection 2-3/8” PAC Box 2-3/8” PAC Box 
Bottom Connection 2-3/8” PAC Pin 2-3/8” PAC Pin 
OD 2.875” 3.125” 
ID 1.030” 1.125” 
Tensile Yield 42,500 lbs 97,000 lbs 
Make-Up Length  14.35” 18.56” 

 
 

Many various sizes and connections are available on request.�


